Line 

Interfaces 



—r 

14,15 



54 

4- 



nth 
Narrowband 
Network 



58 



Trunk 
Network 
Adaptor 




Second 
Narrowband 
Network 



T 

52 



Trunk 
Network 
Adaptor 



T 

64 



56 



40 



Z 



Fig. 2 




oo 



2 

4) 
CO 

75 
O 




fen 



0>U- 



P .ti 
CO 



°6 



Receive 1AM from 
TA 



-200 



Assign phantom trunk and 
if necessary modify TB 
address 



Send CIC of phantom trunk 
& TB to second call server 




Establish cross-office path 
between PTx and TA 



7- 



-20£ 



206 



Send connection request Containing CIC of 
phantom trunk and TA to second 
connection broker 




At second call server, assign second 
phantom terminal and associate CIC 
of phantom trunk therewith 



Request connection from PTy 
to TB 



208 




210 



-212 



Resolve TA-TB 
connection 



■2U 



Fig. 5 



Establish broadband connection between 
TA-TB, via NA 56 



-216 



Instruct first connection broker that 
path to TB is in place 



Notify first call server of acceptance by TB. 
Notify presence of path to TB in place. 



-218 




222 



Release phantom 
terminals 



7 



220 



430 



Load Engineering Call Server 
with new software release 




Load Engineering Call Server 
with current network parameters 




Run new software in 
Engineering Call Server 



431 



-432 




Fig. 9 



Off-line, load system call 
server with new software release 



435 



Up-date system call server with 
current network parameters 



436 



L 



Introduce system call server & discontinue 
use of new software in Engineering Call Server 



